FACTORY-APPLIED SILICONE TO
SPLINE SEALANT BAND

3/4" (20mm) DEEP, FIELD-INJECTED
SILICONE SEALANT BAND
SHOWN NOT-TO-SCALE

3/8” DIA COVERPLATE SCREWS (STAINLESS STEEL) 3" (75mm) 0.C.

CENTRAL STIFFENING SPLINE

2 7/16 IN _

14 IN

3/4" (20mm) HEAVY-DUTY METAL COVERPLATE

MATERIAL: STAINLESS STEEL #304
STAINLESS STEEL #316 AVAILABLE
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71/2 N 5 IN TRAFFIC-GRADE SILICONE BELLOWS

IMPREGNATED EXPANDING FOAM —
ANCHORING SYSTEM AND
SHOCK/SOUND ATTENUATING BAFFLE

MOVEMENT CAPACITY: +50% AND -50% (TOTAL 100%)
OF NOMINAL MATERIAL SIZE

NOT-TO-SCALE

SJIS-HD-100-600-002
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SJIS-HD-100-600 W/HFEADER MATERIAL

THIS DOCUMENT CONTAINS INFORMATION OF A CONFIDENTIAL NATURE
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ANY UNAUTHORIZED USE WILL BE PROSECUTED. THIS DRAWING IS PROTECTED
BY COPYRIGHT, THE RIGHT TO REPRODUCE IN ANY FORM BEING THE EXCLUSIVE
RIGHT OF EMSEAL CORPORATION. ANY UNAUTHORIZED REPRODUCTION WHETHER
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