***20H SYSTEM by EMSEAL Below-Grade GUIDE SPECIFICATION***

Application: 
 Watertight expansion joints for below-grade behind waterproofing membrane 


(by others).
Basis of Design:
 20H SYSTEM by EMSEAL
USA & INTERNATIONAL:  EMSEAL JOINT SYSTEMS, LTD, 23 Bridle Lane, Suite 3, Westborough, MA 01581-2603, Toll Free: 800-526-8365 or PH: 508-836-0280, FX: 508-836-0281, www.emseal.com.

CANADA:  EMSEAL CORPORATION, 120 Carrier Drive, Toronto, Ontario, Canada, M9W 5R1 Toll Free: 800-526-8365 or PH: 416-740-2090, FX: 416-740-0233, www.emseal.com.

Basis of Design: 20H SYSTEM by EMSEAL for installation into joint-openings behind below-grade waterproofing membrane (by others).  Typical locations include, but are not limited to the following: For exterior vertical below grade walls (for installation from the positive side only).  Appropriate protection board over the expansion joint material is required to minimize backfill pressure.
Foam shall be open cell polyurethane foam impregnated with an acrylic polymer-modified, water-based asphalt emulsion. Alternates containing wax or wax compounds shall not be permitted. Compression when expanded in joint shall be at approximately 20% of its uncompressed dimension (5x compression).

Depth of seal as recommended by manufacturer.  20H foam seal to be installed into manufacturer’s standard epoxy adhesive.  Exposed surface to be sealed with EMSEAL Topcoat.

***END OF GUIDE SPECIFICATION***

