SAND—BLASTED ALUMINUM COVERPLATE
ALSO AVAILABLE IN SAND—BLASTED STAINLESS STEEL

OTHER FINISHES BY REQUEST

FIELD APPLIED MIN. 3/4 IN (19.1mm)

SELF-TAPPING STAINLESS STEEL DEEP INJECTED SEALANT BAND

FACTORY APPLIED SILICONE
TO SPLINE CORNER BEAD SCREW 12 IN 0.C. AND CORNER BEAD
WATERTIGHT FACTORY APPLIED CENTRAL STIFFENING SPLINE SELF LEVELING TRAFFIC GRADE
TRAFFIC—GRADE SILICONE BELLOWS SEALANT CONTROL JOINT — BY
OTHERS
21 IN
. 4 [533.4mm]
1 7/16 IN
f ’ Y [36.5mm]
3/8 IN
3 IN EE§ [9.5mm]
[76.2mm] T 1/8 IN
4 [3.2mm]
- <<\/ Y X r
NN NNNRNNAA .
2 " 00 o) ] 0O o) e T L 4
s fsﬁﬁ%ﬁé’fssggsﬁé’gsﬁ%gs N ‘
T 08500950050025609502 14 1/2 IN __ <]
5 IN . 509500255025008505800 [368.3mm] A 172 IN
[127.0mm] 105502509050°8550085098) [12,7mm]
Umm . ooO§oo§§oo§ooO§oo©§o
§02860055085995509550 PLATE LEVELING AND SOUND
0500250°8500550955095 174 IN  DAMPENING EMCRETE ELASTOMERIC
0955025008508300950 0 Mo 085098 NOSING MATERIAL
0085005600500 %5005c0 00860256095008500550 [6.3mm]
o0 OOQOQOOQQOOO OQOQOOOQO Qooooooooooooooooooo 00
/ 13 IN
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IMPREGNATED EXPANDING FOAM B e
DECK WATERPROOFING
EPOXY ADHESIVE
DECK WATERPROOFING OVERLAY

ANCHORING SYSTEM AND

SHOCK/SOUND ATTENUATING BAFFLE
FULLY ADHERED TO

FP FLASHING SHEET

CHEMICAL ANCHORING

SYSTEM MOVEMENT: £50%
+ 6 1/2 IN (165mm)

- 6 1/2 IN (165mm)

HEAVY DUTY
STEEL LEG

NOTE: 3/8 IN (9.5mm) COVERPLATES FOR VEHICLE AND PEDESTRIAN-TRAFFIC USE

(FOR PEDESTRIAN—TRAFFIC ONLY, USE 1/4 IN (6.4mm) COVERPLATE) EPOXY SETTING BED
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